
DescripƟve                     HP > unit  HS15V HS12V  

Power supply  230v 50/60Hz 230v 50/60Hz 230v 50/60Hz 

Max current raƟng  32A 18A  

Heat output range at  Air7°/ Output35° 
 4.95 to 15.2 3.8 to 12.2  2.9 to 9.5 

Heat Output at Air 7/Water 35  (@Median output) Kw 12.6 9.87  6.7 

Power consumpƟon A7/W35 (Median output) Kw 2.50 2.06 1.45 

Performance COP A7/35 (Median output) COP 4.90 4.79 4.77 

Heat output range at  Air7°/ Output 55° 
Kw 4.65 to 14.3 3.48 to 11.1 2.57 to 7.6 

Heat Output at A7/W55 (Median output) Kw 11.69 8.8 5.87 

Power consumpƟon A7/W55(Median output) Kw 3.39 2.58 2.00 

Performance COP A7/W55 (Median output) COP 3.45 3.41 2.90 

Cooling Air 35/ Water 7  Kw 10.8 7.8 5.2 

Power consumpƟon A35 / W7 
Kw 4.5 2.8 1.8 

EER @ A35/ W7 
EER 2.29 2.79 2.89 

     

Refrigerant R290 /Weight                               (GWP=3) KG R290 /1.15Kg R290 /0.8Kg R290 /0.8Kg 

ERP Eĸciency raƟng for EU  @35°  A+++ A+++ A+++ 

ERP Eĸciency raƟng for EU  @55°  A++ A++ A++ 

Dimensions H x W x D mm 1370 x 1060 x 420 1014 x 1060 x 420 1014 x 1060 x 420 

Weight KG 132 108 106 

Sound level Db 58  58  58 

Designed and developed for outstanding performance.  Built for a 

Hydraulic  > Tower StaƟon Manager 

Power supply  230v 50Hz 230v 50Hz 230v 50Hz 

Touch screen interface    

Buīer tank    

Primary pump   Req, accessory 

System pump   OpƟon 

Expansion vessel   no 

Supplementary element Htg,   no 

3 way valve for DHW   OpƟon 

200L Duplex Cylinder   no no 

Cylinder back up element  opƟon no 

Net Weight Kg 163 43 8 

Dimensions W D H mm 665 665 1878 450 360 900  

*  Manager includes the 
terminal connecƟons for 
the addiƟon of external 
components.  
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